gJ Pulegge dentate HTD® per bussola conica / HTD® Timing belt pulleys for taper bushes
rver - HTD® Zahnriemenscheiben fiir Spannbiichsen / Poulies dentées HTD® a moyeu amovible
Poleas dentadas HTD® para casquillos conicos
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Pulegge dentate HTD® per bussola conica / HTD® Timing belt pulleys for taper bushes
HTD® Zahnriemenscheiben fiir Spannbiichsen / Poulies dentées HTD® a moyeu amovible
Poleas dentadas HTD® para casquillos conicos
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HTD® 5M-15
Caratteristiche Codice Nostro codice Tipo Tipo flangia Bussola Foro max. Peso
Features Code symbol Our code Type Flanges type Bush Max. Bore Weight / Gewicht
Merkmale Fabriknummer Unser kode Typ Bordscheiben Typ Buchse Max. Bohrung Dp De Df Dm Di F S R Poids / Peso
Caracteristiques Code symbole Notre code Type Type flasques Moyeu Alesage max.
Caracteristicas Numero de fabrica Nuestro codigo Tipo Tipo tapetas Casquillo Agujero max. Kg
345M 15 0515034 3F F21 1008 25 54,11 | 5297 | 57 - - 22 22 -
‘§_ 36 5M 15 0515036 3F F22 1108 25 57,30 | 56,15| 60 - - 22 22 -
é-‘w § 385M 15 0515038 3F F25 1108 25 60,48 | 5934 | 66 - - 22 22 -
&5
% %‘.)— 405M 15 0515040 3F F26 1108 25 63,66 | 62,52 70 - - 22 22 -
S &
'§ § 445M 15 0515044 3F F27 1108 25 70,03 | 68,89 75 - - 22 22 -
= &3
3 ° § é, 48 5M 15 0515048 8F F29 1210 32 76,39 | 75,25 83 59 - 22 25 3
>3 S
(i} E
& <: £ 56 5M 15 0515056 8F F32 1210 32 89,13 | 87,98 | 93 70 - 22 25 3
S~ o
2T
g < 64 5M 15 0515064 8F F35 1210 32 101,86 |{100,72 | 106 80 - 22 25 3
<
g{‘ g’_ 725M 15 0515072 8 - 1610 42 114,59 |113,45 - 92 - 22 25 3
% 2 " 805M 15 0515080 8 - 1610 42 127,32 /126,18 - 92 - 22 25 3
E E é‘ 905M 15 0515090 8 - 1610 42 143,24 |1142,10 - 92 - 22 25 3
S < c
>3 G
§§ 1125M 15 0515112 8 - 2012 50 178,25 (177,11 - 110 - 20 32 12
8o
§% 136 5M 15 0515136 7A - 2012 50 216,45 215,31 - 110 | 199 | 20 32 6




Pulegge dentate HTD® per bussola conica / HTD® Timing belt pulleys for taper bushes
HTD® Zahnriemenscheiben fiir Spannbiichsen / Poulies dentées HTD® a moyeu amovible
Poleas dentadas HTD® para casquillos conicos

rain Power

HTD® 8M-20
Caratteristiche Codice Nostro codice Tipo Tipo flangia Bussola Foro max. Peso
Features Code symbol Our code Type Flanges type Bush Max. Bore Weight / Gewicht
Merkmale Fabriknummer Unser kode Typ Bordscheiben Typ Buchse Max. Bohrung Dp De Df Dm Di F S R Poids / Peso
Caracteristiques Code symbole Notre code Type Type flasques Moyeu Alesage max.
Caracteristicas Numero de fabrica Nuestro codigo Tipo Tipo tapetas Casquillo Agujero max. Kg
22-8M-20 0820022 5F F22 1008 25 56,02| 54,65| 60 - 37 | 28 22 6 0,25
248M 20 0820024 5F F25 1108 25 61,12| 59,75| 66 - 44 | 28 22 6 0,30
26 8M 20 0820026 5F F26 1108 25 66,21 64,84 70 - 45 28 22 6 0,36
o 28 8M 20 0820028 5F F27 1108 25 71,30) 70,08| 75 - 50 | 28 22 6 0,44
qé— 308M 20 0820030 5F F29 1108 25 76,39 75,13] 83 - 58 | 28 22 6 0,53
= g’w § 328M 20 0820032 5F F30 1610 42 81,49| 80,16| 87 - 63 28 25 3 0,42
So| €5 | 348M20 | 0820034 | SF F31 1610 42 86,58| 8522 91 | - 64 | 28 | 25 | 3 0,55
T O Ei-d
£3 | 22 | 368M20 | 0820036 | S5F F33 1610 42 91,67| 90,30| 97 | - 68 | 28 | 25 | 3 0,68
~ o Ly
22 % B 388M 20 0820038 5F F34 1610 42 96,77 95,39| 102 - 72 | 28 25 3 0,80
S h=lw
< 58S 40 8M 20 0820040 5F F35 1610 42 101,86| 100,49 106 - 76 | 28 25 3 1,00
% 44 8M 20 0820044 8F F38 2012 50 112,05/ 110,67| 120 93 28 32 4 1,20
E 48 8M 20 0820048 8F F40 2012 50 122,23/ 120,86| 128 96 28 32 4 1,60
56 8M 20 0820056 8F F48 2012 50 142,60( 141,23| 150 | 110 28 32 4 2,40
64 8M 20 0820064 | 9WF F52 2012 50 162,97 161,60/ 168 | 110 | 137 | 28 32 4 2,70
728M 20 0820072 | 9WF F57 2012 50 183,35/ 181,97| 192 | 110 | 158 28 32 4 3,30
28 808M 20 0820080 8W 2012 50 203,72 202,35| - 110 | 180 | 28 32 4 3,50
o gg 90 8M 20 0820090 8A 2012 50 229,18| 227,81 - 110 | 204 | 28 32 4 3,65
252/ 52,| 1448M20 | 0820144 | 8A 2517 60 366,69 36532| - | 125 | 336 | 28 | 45 | 17 4,80
835|258
FEEIEET
£238|23%
CsT| & §
e
85
HTD® 8M-30
Caratteristiche Codice Nostro codice Tipo Tipo flangia Bussola Foro max. Peso
Features Code symbol Our code Type Flanges type Bush Max. Bore Weight / Gewicht
Merkmale Fabriknummer Unser kode Typ Bordscheiben Typ Buchse Max. Bohrung Dp De Df Dm Di F S R Poids / Peso
Caracteristiques Code symbole Notre code Type Type flasques Moyeu Alesage max.
Caracteristicas Numero de fabrica Nuestro codigo Tipo Tipo tapetas Casquillo Agujero max. Kg
228M 30 0830022 5F F22 1008 25 56,02 | 54,65| 60 - 37| 38 22 16 0,31
248M 30 0830024 5F F25 1108 25 61,12 | 59,75| 66 - 44 | 38 22 16 0,38
26 8M 30 0830026 5F F26 1108 25 66,21 | 64,84| 70 - 44 | 38 22 16 0,45
P 288M 30 0830028 5F F27 1210 32 71,30 | 70,08 | 75 - 50 | 38 25 13 0,50
§ 308M 30 0830030 3F F29 1615 42 76,39 | 75,13 | 83 - - 38 38 — 0,55
z g’» g 328M 30 0830032 3F F30 1615 42 81,49 | 80,16 | 87 - - 38 38 - 0,59
? g % g 348M 30 0830034 3F F31 1615 42 86,58 | 8522 | 91 - - 38 38 - 0,77
T O Eied
g “: é & 36 8M 30 0830036 3F F33 1615 42 91,67 | 90,30 | 97 - - 38 38 - 0,96
22 | 2% | 388M30 | 0830038 | 3F F34 1615 42 96,77 | 9539|102 | - - 38 | 38 - 1,15
S L=~
< § g 40 8M 30 0830040 3F F35 1615 42 101,86 |100,49 | 106 - - 38 38 - 1,34
E“Z 44 8M 30 0830044 4F F38 2012 50 112,05 (110,67 | 120 - 86 | 38 32 3 1,33
E 48 8M 30 0830048 4F F40 2012 50 122,23 1120,86 | 128 - 90 | 38 32 3 1,78
56 8M 30 0830056 4F F48 2012 50 142,60 |141,23 | 150 - 110 | 38 32 3 3,76
64 8M 30 0830064 8F F52 2517 60 162,97 [161,60 | 168 | 125 - 38 45 7 4,20
728M 30 0830072 | 9WF F57 2517 60 183,35(181,97 | 192 | 125 | 158 | 38 45 7 4,30
28 808M 30 0830080 8W 2517 60 203,72 202,35 - 125 | 180 | 38 45 7 4,60
N gg 90 8M 30 0830090 8A 2517 60 229,18 |227,81 - 125 | 204 | 38 45 7 5,00
g E é g 22| 1128M30 0830112 8A 2517 60 285,21 283,83 - 125 | 254 | 38 45 7 6,20
g2 £5§
Y g *3 z S é‘ 144 8M 30 0830144 8A 2517 60 366,69 |365,32 125 | 336 | 38 45 7 9,00
5325|595
S5T &5
N
g =
“6
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Pulegge dentate HTD® per bussola conica / HTD® Timing belt pulleys for taper bushes
HTD® Zahnriemenscheiben fiir Spannbiichsen / Poulies dentées HTD® a moyeu amovible
Poleas dentadas HTD® para casquillos conicos

rain Power

HTD® 8M-50
Caratteristiche Codice Nostro codice Tipo Tipo flangia Bussola Foro max. Peso
Features Code symbol Our code Type Flanges type Bush Max. Bore Weight / Gewicht
Merkmale Fabriknummer Unser kode Typ Bordscheiben Typ Buchse Max. Bohrung Dp De Df Dm Di F S R Poids / Peso
Caracteristiques Code symbole Notre code Type Type flasques Moyeu Alesage max.
Caracteristicas Numero de fabrica Nuestro codigo Tipo Tipo tapetas Casquillo Agujero max. Kg
28 8M 50 0850028 4F F27 1210 32 71,30 70,08| 75 - 50 | 60 25 | 17,5 0,60
308M 50 0850030 5F F29 1615 42 76,39| 7513 83 - 58 | 60 38 | 22,0 0,65
. 328M 50 0850032 5F F30 1615 42 81,49| 80,16| 87 - 62 | 60 38 | 22,0 0,82
g 348M50 0850034 5F F31 1615 42 86,58| 85,22| 91 - 65| 60 38 | 22,0 1,06
= %g 36 8M 50 0850036 5F F33 1615 42 91,67 | 90,30| 97 = 68 | 60 38 | 22,0 1,30
@ § g z 388M 50 0850038 5F F34 1615 42 96,77 | 95,39| 102 = 72 | 60 38 | 22,0 1,60
B g %E 40 8M 50 0850040 4F F35 2012 50 101,86 (100,49 | 106 = 82| 60 32 | 14,0 1,71
E E g 44 8M 50 0850044 4F F38 2012 50 112,05|110,67 | 120 - 91 | 60 32 | 14,0 1,78
fj_: 48 8M 50 0850048 4F F40 2012 50 122,23 1120,86| 128 - 95| 60 32 | 14,0 2,30
€
56 8M 50 0850056 4F F48 2517 60 142,60 | 141,23 | 150 - 116 | 60 45 7,5 3,40
64 8M 50 0850064 4F F52 2517 60 162,97 |161,60| 168 - 137 | 60 45 7,5 5,00
728M 50 0850072 | 9WF F57 2517 60 183,35[181,97| 192 | 125 | 158 | 60 45 7,5 6,70
g8 808M 50 0850080 4 3020 75 203,721202,35| - = 180 | 60 51 4,5 8,80
o 2
o é g 90 8M 50 0850090 e 3020 75 229,18 227,81 - 170 | 204 | 60 51 4,5 10,00
S538 |32,
g @ 'g é 3 é 1128M 50 0850112 e 3020 75 285,21|283,83| - 170 | 260 | 60 51 4,5 12,00
2851 3gs
5 §’ % 25 < | 1448M50 0850144 9A 3020 75 366,69|36532| - 170 | 341 | 60 51 4,5 15,20
5E2| 52
© E s 168 8M 50 0850168 7A 3525 90 427,81(42644| - 198 | 402 | 60 65 2,5 17,50
c C
v c
oo 1928M 50 0850192 7A 3525 90 488,92 (487,55| - 198 | 460 | 60 65 2,5 24,00
HTD® 8M-85
Caratteristiche Codice Nostro codice Tipo Tipo flangia Bussola Foro max. Peso
Features Code symbol Our code Type Flanges type Bush Max. Bore Weight / Gewicht
Merkmale Fabriknummer Unser kode Typ Bordscheiben Typ Buchse Max. Bohrung Dp De Df Dm Di F S R Poids / Peso
Caracteristiques Code symbole Notre code Type Type flasques Moyeu Alesage max.
Caracteristicas Numero de fabrica Nuestro codigo Tipo Tipo tapetas Casquillo Agujero max. Kg
348M 85 0885034 4F F31 1615 42 86,58| 8522 91 - 65 | 95 38 | 285 1,43
36 8M 85 0885036 4F F33 1615 42 91,67| 9030| 97 - 68 | 95 38 | 28,5 1,87
é‘ 388M 85 0885038 4F F34 1615 42 96,77 | 95,39| 102 - 72 95 38 | 28,5 2,20
= | &%
g é > 40 8M 85 0885040 4F F35 2012 50 101,86|100,49| 106 - 82 95 32 | 315 1,80
>3 < S
[TES™) = o
& <\f z & 44 8M 85 0885044 4F F38 2012 50 112,05(110,67| 120 - 91 95 32 | 315 2,30
S o Sy
g RS
g = % § 48 8M 85 0885048 4F F40 2517 60 122,23|120,86| 128 - 100 | 95 45 | 25,0 2,66
R
i=
&: 56 8M 85 0885056 4F F48 2517 60 142,60 |141,23| 150 - 117 | 95 45 | 25,0 4,45
€
64 8M 85 0885064 4F F52 2517 60 162,97 161,60 168 - 137 | 95 45 | 25,0 6,20
728M 85 0885072 4F F57 3020 75 183,35|181,97| 192 - 158 | 95 51 | 22,0 8,00
80 8M 85 0885080 4 3020 75 203,721202,35| - - 180 | 95 51 | 22,0 10,00
g8
g g 90 8M 85 0885090 oW 3020 75 229,18 |227,81| - 170 | 204 | 95 51 | 220 10,80
c @ =
sc3|5¢e.
= § § £3 £| 1128M85 0885112 oW 3020 75 285,21/283,83| - 170 | 260 | 95 51 | 22,0 15,00
Sgl|3cg
~ 3> o ; T =
g %E ’@‘E S| 1448M 85 0885144 9A 3525 90 366,69 |36532| - 198 | 336 | 95 65 | 15,0 20,00
05T & 5
g é 168 8M 85 0885168 9A 3525 90 427,81(426,44| - 198 | 395 | 95 65 | 15,0 22,00
L)
192 8M 85 0885192 9A 3525 90 488,92 487,55| - 198 | 455 95 65 | 15,0 26,00




